
45 mil PVC Lining

REVISION DATES

PROJECT NUMBER

SCALE OF MAP

DATE OF MAP FINAL APPROVAL BY

FIELD SURVEY BY

PLOTTED BY

CHECKED BY

DRAWN BY

Telephone:  304-457-3441

Philippi, West Virginia 26416

9154 Morgantown Pike

Green Engineering

          Inc.
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Existing Pond

Sewer Profile for Station 0+00 to 1+85

Sewer Profile for Station 1+85 to 3+80

4" Cleanout

2" Polystyrene Insulation

around the Sides

2" Polystyrene Insulation

around the Sides

Flow to Salcor 3G UV Units

4-inch Perforated PVC Pipe

(Holes Down)

24" Layer of No. 10 Limestone

1-1/2-inch to 2-inch Clean Stone

3' 0"

3' 0"

Scale:  1 inch = 10 feet Horizontal and Vertical

Wetland Cross-Section

No Scale

4-inch Perforated PVC Pipe

(Holes Down)

4" Cleanout

Office

Building

Top of Existing 4" Sewer

= 3233.10 feet

Top of Cleanout

= 3231.98 feet

4" Sewer on Pre-Existing Slope

3,000 Gallon Dual 

Compartment Septic Tank

1,000 Gallon Dosing Tank

Soft, Common Rush and Green Bulrush on 12" Centers

2" to 4" Mulch

1-1/2-inch to 2-inch Clean Stone

2" to 4" Mulch

4" Pipe on 1.0% Slope

Regraded Ground

24' x 48' Wetland

4" Pipe from Dosing Tank

1.  Total Rock Thickness of Wetland is 24 inches.

Wetland Notes

2.  Mulch Layer is 2 to 4 inches thick.

3.  Wetland was built into existing ground approximately 12 inches deep.

4.  1,100 Soft, Common Rush and Green Bulrush planted in 24' x 48' area.

Regraded Ground

Regraded Ground

4" Sewer on 1.0% Slope

4" Sewer on 0.625% Slope

Top of Water Level Control Box

= 3232.49 feet

Excess Excavation Material Placed above Pipe in This Area

Four Salcor 3G UV Units 

in Parallel Series

Top of Tank Access

= 3231.44 feet

Regraded Ground

Water Level Control Box (See above Detail)

Top of Tank Access

= 3231.56 feet

15" Risers

Note: Horizontal Dimension of Tank, Not to Scale

18" Risers

24" Riser

Top of Tank Access

= 3230.88 feet

Regraded Ground

Top of Wetland

= 3230.73 feet

Top of Control Box Baffle

= 3230.52 feet

4" Sewer on 0.625% Slope

Liner


